
PLACARDS AND MARKINGS - INSPECTION/CHECK
1. General

A. This section has information about the interior and the exterior placards inspection.
TASK 11-00-00-220
2. Interior and Exterior Placard and Decal Detailed Inspection

A. General
(1) This task gives the procedures to do a detailed inspection of the placards, decals, and markings on the airplane.

B. Special Tools
(1) None

C. Access
(1) None

D. Do a Interior and Exterior Placard and Decal Detailed Inspection.
(1) Examine the interior of the airplane, including the nose and aft baggage areas, for the installation of all necessary

placards, decals, and markings.
(a) For the necessary placards, decals, and markings, refer to the Model 208, Illustrated Parts Catalog or the Pilot's

Operating Handbook and FAA Approved Airplane Flight Manual.
(2) Examine the exterior of the airplane for the installation of all necessary placards, decals, and markings.

(a) For the necessary placards, decals, and markings, refer to the Model 208, Illustrated Parts Catalog or the Pilot's
Operating Handbook and FAA Approved Airplane Flight Manual.

(3) Examine the airplane identification plate.
(a) The identification plate is found on the left side of the stinger, Zone 330. Refer to the Model 208, Illustrated Parts

Catalog and Chapter 6, Airplane Zoning - Description and Operation or the Pilot's Operating Handbook and
FAA Approved Airplane Flight Manual.

E. Restore Access
(1) None

END OF TASK
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